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WURLITZER MODELS 1500A and 1550A

l. COIN EQUIPMENT

Single coin entry for 5, 10 and 25 cent coins,
Three-in-one magnetic slug rejectar mech-
anism. Snap back attachments to allow easy
removal of coin equipment (Fig. 1).

Fig. | - Coin Equipment

2. COIN SELECTQR QR SLUG
REJECTOR (Fig. &)

The coin selector is designed 1o select or
reject coins in accordance with their size,
weight, and compesition, and to guide the se-
lected coins into their correct path to the
coin s®Witch of the Coin Hegister Mechanism.

CABINET LEVELING
a. The phonograph is mounted on four cas-
ters o provide egual distribution of the
walght, To obtain the best results from fac-
tory adjustments and adjustrments that may
follow, the phonograph should be provided
with a level [ooting,

b, The caster height may be adjusted by
raizing the cabinet slightly, removing the
caster, and placing the required thickness of
Tflf}" iron washers over the stem of the cas-
ter.

4. COIN SELLECTOR OR S5L.UG
REJECTOR {Figs. 3 and 4)

a. The phonograph should be level as indi-
cated in "Cabinet Leveling”. The bracket on
which the coin selector and the coin register
are mounted is adjustable at its mounting
scTews to provide the required leveling for
best adjustment of the coin selsctor. Original
adjustments are made in a level pesition and
in maost cases will be satisfactory when the
phonograph is leveled,
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4 2t wIRE PRESSURE

Fig. 3 - Slug Rejector

b. The eccentric collar (Fig. 3) is provided
for proper alipnment of the three coin exit
trachks of the coin selector with the three
respective coin entry tracks of the coin re.
gister mechanizm, This adjustment should
be half way between the two points where
failure starts to occur.

c. To effect rejection of 245¢ size brass,
lead, =inc, or german silver slugs, loosen
the two binding screws {Fig. 4) that govern
the position of the 5¢ and 245¢ wiper stop, and
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Coin Equipment Mechanism - Models 1500A and 155304

maove the stop slightly downward to a point
where the slugs will be rejected and the gquar-
ters still accepted.

| RETUEY

Fig. 4 - 5lug Rejector

d. The upper of the two 10¢ gauges (Fig.
4) contreols the rejection of 10¢ size brass,
lead, zinc, or german silver slugs., To effect
rejection of these types of sluga, move the
gauge slightly inward to a point where they
will be rejected and the normal dimes still
accepted,

e. The lower of the two 10§ gauges {Fig.
4) conirols rejection of 10¢ size copper slugs,
To effect rejection of this type of slug, mave
the pauge slightly cutward to a point where
the slug will be rejected and the normal coin
still accepted.

f. There iz no adjustment necessary for
the B¢ coin, Hewever the mechanism should
be cleaned to prevent failures, For this pur-
pose the use of aleohol, gasoline, or carbon
tetrachloride is recommended and should be
followed with a threugh drying. In case the
magnets are removed for cleaning or any
pther reason, extreme care should be exer-
cised in replacing the magnets in their original
positions.

2. When the coin selector is mounted in a
vertical position, with the coin return coil
energized, the coin return arm (Fig. 4) should
move freely to disengagement and all three
pins should be entirely Iree of the coin tracks,
Adjustment is accomplished by moving the
coin return coil of the coin register up or
down on its two mounting screws as shown in
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Section 4 Fig. 3. Further control of position
of the coin return arm may be accomplished
by changing the angle at the stop tab and the
actuating tab {Fig. 4).

5. ONE PLAY 10¢, 3 PLAYS 25¢

Install a 5¢ reject bracket in the 5¢ coin
track (Fig. 53) of the slug rejector to cause
the return of any 5¢ coins. Test for proper
ocperation, For changes in Coin Hepgister
see Section 4, Par. 12 and 13,

i

U \ .
REMOVE COVER PLATE
AMD INSTALL BRACKET

PART NO. 48225 IN SLUG
REJECTOR,

Fig. 5 - 5lug Rejector

b, CLEANING

Carbon tetrachloride may be used to keep
the coin selector clean and dry. In cases
where corrosion or rust exists, a light abra-
sive may be used, followed by through clean-
ing.
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WURLITZER MODELS 1600 and 1650

7. COIN EQUIPMENT

Single coin entry for 5, 10 and 25 cent coins,
Three-in-one magnetic slug rejector mechan-
izm. Snap back attachments to allow coin
equipment to be lifted out at the lower right
hand side of the Phonograph are shown in
Fig. b.

Fig. & - Coin Equipment

8. COIN SELECTOR OR S5LUG REJECTOCR
The 5, 10 and 25 cent coin selector mech-
anism has a common entrance for the three
different coins (Fig. 7). The coin immedi-
ately encounters a weighing device which re-
jects light weight slugs and determines the
correct path for either of the three coins to
travel. A wire stop causes rejection of any
piece with a hole in it. The sizing gauge re.
jects oversize slugs. Pieces with high iron
content will be held on a magnet {See Figs. &
and 3 of this Section) and rejected by actuating
the zcavenger hlade. The coins are guided
past magnets that govern their speed in accor-
dance with their magnetic qualities and are
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COIN SELECTOR
(REJEGTS SLUGS AND
ROUTES COINS)

o | SCAVENGER
COIN REGISTER %, BUTTON
MECHANISM

SCAVENGER
RETURN

COIN BOX

Fig. 7 - Route of Coin

bounced off anvils in accordance with their
hardness into paths of acceptance or rejection.
When the phonograph is turned off, the three
paths of travel of the coins are intercepted
by three pins on a coin retyrn arm. Coins
will therefore be rejected (Fig. 4 of this Sec-
tion). When the phonograph is turned on, an
electro-magnet is energized which releases
the coin return arm and frees the coin tracks
for coin acceptance,

Adjustments for the slug rejector are des-
cribed in Paragraph 4-a to 4-g of this Secticn.
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